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A.%ﬂsicllf4g; LéggTi?g poi? w;Th °;5’(§iﬁh;iTg SBT gnddz?ow HPSV luminaire as shown. - _
ores ' POlyVInYT ehforide fschedufe end -l EXISTING RIGHT OF WAY LINE CENERAL NoTES:
B. Install 27’ stee! pole with a 70’ mast arm. traffic signal heads. signs and 15’ lighting *
arm with a 250W-HPS luminaire das shown. {(Note: 1-3%, 90 polyviny! chlioride (Schedule 80) bends). T.A1l underground utilities shown on these plans are schematic
C.lnstall 27’ stee| pole with twin 7050’ mast arm (50’ arm to be cut to 45’) traffic signal heads. and signs o non ey 22 TP ete. The contractor shall be responsible

as shown. (Notfe: 1-3“., 90°polyvinyl chloride (Schedule 80) bend. ) utilities may be located in the field. If the contractor perceives
that a conflict between the utilities and the tratfic signat will occur,
the contractor shall notify the project engineer immediately

so that the conflict may be resoived.

D. Instalil NEMA size “6” base-mounted cabinet and controller with ail necessary equipment and contro!l
and distribution as shown. (Note: 1-4” PVC bend shall be instalied outside cabinet for underground
electrical service. BGE will bring service from wood pole to cabinet.

2.A1l proposed pavement markings are dimensioned and detaiied
on the pavement marking plan (Sheet 3 of 3).

E. Install micro-toop probes as shown.

F.Instal!l non-invasive micro—ioop probes as shown.

G.Install 6’ x 30’ loop detector encased in !v4' flexible tubing quadrupole type (3-6-3). :ﬁ—__m_)
H. Install handhol N ———
. Insta andhole. ace / - / N
J. Install 1" galvanized steel electrical conduit (detector wire sieeve). BGE 295420y N .
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K. Install 17 liquid tight flexible non-metallic electrical conduit (detector wire sleeve). . / e s e ———————————g_—_eES LB EL LS

L. Install 3" polyvinyl chloride electrical conduit {(Schedule B80) (+renched).

M. Install 3” polyvinyl chioride electrical conduit (Schedule 80) (bored).

N. Instali 4" polyvinyl chioride eiectrical conduit (Scheduie 80) (+renched).

0. Install 4" polyvinyl chioride electrical conduit (Schedule 80) (bored).

P.lUse exlisting condult.

Q. Use existing handhols.
R. Replace cover and frame of existing handhole.

|
SRR

abandon existing conduit.Cabinet and controller shall be delivered to SHA.

S. Remove existing strain pole all attached signal equipment and foundation 127 below grade. Cap and abandon existing conduit. o
T N
T.Remove existing strain pole all attached signal equipment. lighting arm with luminaire and foundatlon 127" below grade. Cap and abandon existing condul+t. R N ﬂ o i
U. Remove existing base mounted cabinet and controller and foundation 12 in. below grade.Cap and i D/W liD/W| | D/w
l

V.Maintain existing conduit. (Note: conduit is jammed and will continue to carry interconnect cagble).

W.Pull back two existing 2 conductor aluminum shielded cables {(sampling loops) and interconnect cable REVISIONS APPROVALS
from existing controlier to this handhole and reroute through new conduit into the proposed control ler. <</ MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
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